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8870 GC37
Size: Small
Glass: GC
Finish: Antique blue

IN INCHES

Distance
Height Width Extension needed*

Lifetime warranty

8820 10 5/8 9 3/8 11 1/8 2 1/2

9820 13 3/4 13 14 1/2 2 1/2

8824 10 7/8 9 3/8 11 1/8 8 3/8

9824 14 13 14 1/2 11 1/2

8826 7 5/8 9 3/8 7 1/2 4
9826 10 3/4 13 9 5 3/8

8830 9 1/2 9 3/8 9 3/8

9830 12 5/8 13 13

8840 8 7/8 9 3/8 9 3/8

9840 12 13 13

With chain

8850 9 1/4 9 3/8 9 3/8 20 1/2

9850 12 3/8 13 13 23 5/8

8870 7 1/2 10 10

*Minimum vertical distance required above centre of outlet box.

1Dimensions
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9820 AC4
Size: Medium
Glass: AC
Finish: Antique bronze

9850 WR8
Size: Medium
Glass: WR
Finish: Antique

copper

9840 MC19
Size: Medium
Glass: MC
Finish: Satin 

burgundy

9824 LA40 2A
Size: Medium
Glass: LA
Finish: Copper bronze
Multiple head: 2A

1057 40
Pole: 1057
Finish: Copper bronze

1197 40
Base cover: 1197
Finish: Copper bronze

8820
9820

8870

8840
9840

8830
9830

8824
9824

8826
9826

9826 SV20
Size: Medium
Glass: SV
Finish: Victorian

bronze

9824 LA38
Size: Medium
Glass: LA
Finish: Champagne

88 Series • Small      98 Series • Medium

Please refer to the end of the catalog to visualize them.

3
This collection offers a choice 

of decorative glass panels.

2Glass Panels Finishes

AC CH CS GC LA MC

MW MY RS SS SV WR

Please refer 
to the end of the 

catalog to view our 
complete selection 

of finishes.

9830 MW1
Size: Medium
Glass: MW
Finish: Black

Pole mounted 
assembly
Many configurations 
can be created.  Please 
refer to pages 70 to 75 
to visualize all the possible 
combinations and the 
poles that are available.

* Maximum wattage

88 Series 98 Series 8870

Incandescent or
Compact Fluorescent 100W 200W 60W

Equivalent to Equivalent to Equivalent to
LED lighting 100W 200W 100W

For further information, refer to pages 81 to 83.

High Pressure Sodium 35W to 100W lamps available for most models  
and Metal Halide (See pages 81 to 83).  

*

*

4Lamps
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