0100 Lv4 LD2

0101LV10 LD2 0102 LV5 LD2

2W /12 volts / 80 lumens 2W /12 volts / 80 lumens 2W /12 volts / 80 lumens
4W /12 volts / 275 lumens 4W /12 volts / 275 lumens AW /12 volts / 275 lumens
Height:1 34" Height: 4 1/8” Height: 3 3/8”

‘Extension: 314" Extension: 2" Exten3|on2

Width: 3 7/8” Width: 4 3/4” Width: 4 1/2"

NOTE: #1235 mounting plate required when products 0100, 0101and 0102 are installed on a masonry wall (Refer to p. 10).

0930 LV1 LD3 0932 LvV21LD8
4W /12 volts / 275 lumens 4W /12 volts / 275 lumens 0982 LV40 LD2
8W /12 volts / 550 lumens 8W /12 volts / 550 lumens 2W /12 volts / 80 lumens
0930 LH_LD8 0932 LH_LD8
12W /120 volts / 600 lumens 12W /120 volts / 600 lumens

4W /12 volts / 275 lumens

Height 3 3/8”

E Height: 5 1/2"
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Width: 3 3/4”

2W /12 volts / 80 lumens 2W /12 volts / 80 lumens 2W /12 volts / 80 lumens

4W /12 volts / 275 lumens 4W /12 volts / 275 lumens 4W /12 volts / 275 lumens

0933 V5 LD4 Height: 3 1/4” 0935 LV9 LD4 Height: 3 1/4” Height 4 1/4”
Extension: 3 5/8” E Extension: 2 1/4”
Width: 4 1/2” Width: 4 7/8” 0984 LV44 LD2 Width: 3 1/4”
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