SWITCHES, DIMMERS, OUTLETS, AND ACCESSORIES

SensaSwitch™ + SensaDimmer”

SensaSwitches include passive infrared (PIR) sensor technology, automatically turning lights on or off
when you enter or leave a room. The design features an innovative micro-movement that allows you to also
manually turn on lights with a soft touch of the finger. SensaSwitches are available in three models:

e Auto-ON/Auto-OFF: Automatically turns lights on when you enter a room and off when
you leave. (Occupancy Sensor)

e Manual-ON/Auto-OFF: Allows you to turn lights on when you enter a room and
automatically turns them off when you leave. (Vacancy Sensor)

e Manual-ON/Timed-OFF: Allows you to turn lights on when you enter a room and select a time for lights
to turn off (options include 10, 20, 30, and 60 minutes). (Timer)

SensaSwitches are perfect for kitchens, bathrooms, garages, and pantries. The SensaDimmer turns lights
on when you enter a room and off when you leave, but can be adjusted to become Manual-ON/Auto-OFF if

desired. The chart to the right provides an overview of the sensor coverage area.
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Wave™

The Wave switch features innovative technology combined with sleek, contemporary design. Simply
wave your hand in front of the switch to turn lights on and off.

With its touch-free motion, the Wave is ideal for countertop areas in kitchens and bathrooms.
It has a preset sensor distance of approximately 4”. However, this can be easily adjusted to sense

movement from 17 to 6" in front of switch.

SensaSwitch™ + SensaDimmer”
Coverage Area

The Occupancy Sensor, Vacancy Sensor, and SensaDimmer each have a
maximum coverage range of 180 degrees and a coverage area of 600 sq. ft.
The sensor must have a clear and unobstructed view of the coverage area.
Objects blocking the sensor’s lens may prevent detection thereby causing
the light to turn off even though someone is in the area. Windows, glass
doors, and other transparent barriers will obstruct the sensor’s view and
prevent detection.
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